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BEST AVAILABLE IMAGES 

Defective images within this document are accurate representations of 
the original documents submitted by the applicant. 

Defects in the images may include (but are not limited to): 

• BLACK BORDERS 

• TEXT CUT OFF AT TOP, BOTTOM OR SIDES 

• FADED TEXT 

• ILLEGIBLE TEXT 

• SKEWED/SLANTED IMAGES 

• COLORED PHOTOS 

• BLACK OR VERY BLACK AND WHITE DARK PHOTOS 

• GRAY SCALE DOCUMENTS 

IMAGES ARE BEST AVAILABLE COPY. 



As rescanning documents will not correct images, 
please do not report the images to the 
Image Problem Mailbox. 



Offering to provide an analysis 
of an external body condition 



Receiving a request for the analysis 



Providing a package for facilitating the 
analysis, the package including 
an image capture device 



Providing instructions on how to 
use the image capture device 



Providing instructions on how to 
transmit a recorded image 



Receiving the recorded image 



Evaluating the received image 



Providing information obtained 
as a result of the evaluation 



FIG. 1 



Offering to provide an analysis 
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Receiving a request for the analysis 
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Providing access to a computer 
program for transmitting an image 
of an external body condition 
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Receiving the transmitted image 



208 



Evaluating the received image 



210 



Providing information obtained 
as a result of the evaluation 
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FIG. 2 
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Displaying a reference image 



Instructing a subject to place a body part 
adjacent the reference image 



Capturing a calibrating image of the 
body part adjacent the reference image 



Generating calibration information 
by processing the calibrating 
image and information reflective of the 
reference image 



Calibrating the image capture device and/or 
its driver 
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FIG. 3 
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FIG. 4A 
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Lighter 



Darker 



FIG. 4B 




FIG. 4C 





• 

• 

• 

• 


• • 

• • 


* . * • 

• 


* . • • l - 





FIG. 5 




FIG. 6B 



FIG. 6C 



Instructing a subject to position the subject's 
body part adjacent an image capture device 
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Capturing a first image of the subject's body part 
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Processing the first image to calculate 
an approximate first position of the subject's 
body part relative to one or more of the image 
capture device and the display 
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Comparing the calculated first position with a 
desired reference position 
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Instructing the subject to move the subject's body part 
closer to the desired reference position 
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Capturing a second image of the subject's body part 
after the body part has moved 
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FIG. 7 




FIG. 8B 



FIG. 9A 




FIG. 9B 




FIG. 10 



Instructing a subject to position a body part adjacent a 
display device 



Sending a signal to the display device to generate 
light in a predetermined wave length range for 
irradiating a body part 



Capturing an image of the body part 
irradiated by light from display device 



FIG. 11 
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sebutape 
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d-squame disc 
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Customized diagnostic kit 



pH indicator 
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Corneodisque 
indicator 
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FIG. 12 



